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Economy-type retainer

Ball-type retainer

Retainer springs

Accessories 

Chipping hammer steel  
(CP 0012, CP 4123, CP 4125, CP 4130, CP 4131, CP 4132, CP 4133, CP 4134, CP 4136)

DESCRIPTION

Tip width/ 
blade size 

(in)

Length 
overall 

(in)
OVAL collar 

Part no.
ROUND collar 

Part no.
OVAL collar 

Part no.
ROUND collar 

Part no.

Hex .580” shank Round .680” shank 

Moil point 9 3083 4120 00 3083 4130 00 3083 4100 00 3083 4110 00

12 3083 4120 10 3083 4130 10 3083 4100 10 3083 4110 10

18 3083 4120 20 3083 4130 20 3083 4100 20 3083 4110 20

Narrow chisel 3/4 9 3083 4121 00 3083 4131 00 3083 4101 00 3083 4111 00

3/4 12 3083 4121 10 3083 4131 10 3083 4101 10 3083 4111 10

3/4 18 3083 4121 20 3083 4131 20 3083 4101 20 3083 4111 20

Wide chisel 1 1/2 9 3083 4122 00 3083 4132 00 3083 4102 00 3083 4112 00

1 1/2 12 3083 4122 10 3083 4132 10 3083 4102 10 3083 4112 10

1 1/2 18 3083 4122 20 3083 4132 20 3083 4102 20 3083 4112 20

2 9 3083 4122 30 3083 4132 30 3083 4102 30 3083 4112 30

2 12 3083 4122 40 3083 4132 40 3083 4102 40 3083 4112 40

2 18 3083 4122 50 3083 4132 50 3083 4102 50 3083 4112 50

Wide chisel 2 1/2 9 3083 4122 60 3083 4132 60 3083 4102 60 3083 4112 60

2 1/2 12 3083 4122 70 3083 4132 70 3083 4102 70 3083 4112 70

2 1/2 18 3083 4122 80 3083 4132 80 3083 4102 80 3083 4112 80

3 9 3083 4122 90 3083 4132 90 3083 4102 90 3083 4112 90

*Other lengths of steel accessories are available upon request. See catalog 9800 0362 93 for ordering numbers.

8VH�WKH�PRVW�HႇHFWLYH�VWHHO�IRU�\RXU�DSSOLFDWLRQ��6KRZQ�EHORZ�DUH�D�VHOHFWLRQ�RI�WKH�PRVW�FRPPRQ
types of steel used for the hammers presented in this brochure. For the complete assortment of air
line accessories, see pages 20 and 28.

Accessories 
(CP 0012, CP 4123, CP 4125, CP 4130, CP 4131, CP 4132)

DESCRIPTION Part no. Description

Chipping hammer accessories (CP 0012, CP 4123, CP 4125, CP 4130, CP 4131, CP 4132)

Retainers 9247 9853 50 Retainer with Spring, oval collar
Z8389857  
*CP4131 only

Screw on quick change retainer - Round collar 

9245 9983 14 Spring on Retainer with quick change retainer, round collar 

Retainer springs P 135246 Polyurethane  

P 070994 Wire 

P 139189 Heavy duty wire 

0XHUV P 125052 &3������&3������PXHU�DVVHPEO\

Moil point

Wide chisel

Narrow chisel

Wide chisel

 

CP 0003

%DFN¿OO�7DPSHUV

%DFN¿OO�7DPSHU�%XWWV
DIAMETER (in) Material CP 0003 CP 0004RV CP 0035

21/2 Aluminum - P 138879

3 Aluminum 9245 9987 21

4 Aluminum 9245 9990 28

5 Aluminum P 089008 - -

61/4 Aluminum - P 089050

6 Iron 3303 0050 82 3303 0050 81 9245 9981 60

Pole Butt Iron 3303 0050 84 3303 0050 83 9245 9981 65

&KLFDJR�3QHXPDWLF�EDFN¿OO�WDPSHUV�TXLFNO\�DQG�HႇHFWLYHO\�FRPSDFW�VRLO�DURXQG�
IRXQGDWLRQV�DQG�RWKHU�VWUXFWXUHV�DQG�DUH�LQGLVSHQVDEOH�IRU�FRPSDFWLQJ�EDFN¿OO�LQ�
trenches.

The CP 0003 is well equipped to handle light to medium applications
ZKLOH�WKH�&3�����59�LV�LGHDO�IRU�KHDYLHU�MREV�

CP 0003, CP 0004 and CP 0035
• Maximum power—slow, powerful blows  
� HႈFLHQWO\�DQG�TXLFNO\�FRPSDFW�DOO�W\SHV� 
� RI�EDFN¿OO��LQFOXGLQJ�FOD\�DQG�VRLOV� 
� FRQWDLQLQJ�KLJK�SHUFHQWDJHV�RI�¿QHO\� 
 crushed or powdered material
• Heat-treated cylinder and chrome plated  
� SLVWRQ�VLJQL¿FDQWO\�H[WHQG�WRRO�OLIH
�� $GMXVWDEOH�SDFNLQJ�PDLQWDLQV�D�SRVLWLYH� 
 air seal
• Aluminum butt held with clamp screw for  
 quick, easy replacement

MODEL

Part
number

Valve
type

Bore
and stroke

(in)
Blows per

minute
Net weight

(lb)

Overall
length

(in)
Air Inlet  

(in)

Piston rod

Body dia.
(in)

Butt size
(in)

CP 0003—Air consumption at 90 psi: 18 cfm - (includes 5” aluminum butt P089008)

CP 0003 8900 0040 06 Simplate 11 7/16 x 6 800 30 52 1/2 NPT 7/8 5

CP 0035—Air consumption at 90 psi: 38.5 cfm - (includes 6” iron butt 9245 9981 60)

CP 0035 9246 0205 05 Simplate 1 1/2 x 5 1/2 800 36 481/4 1/2 NPT

CP 0004—Air consumption at 90 psi: 28 cfm - (Includes 6 1/4” aluminum butt P089050)

CP 0004 8900 0040 02 Ring 2 1/4 x 6 780 42 50 1/2 NPT* 1 6 1/4

Note: Use whip hoses on page 11 for Rivet Busters
*Comes with 90 degree angle 

�� ([KDXVW�GHÀHFWRU�GLUHFWV�DLU��PRLVWXUH� 
 and oil away from operator
• Integral oiler continuously lubricates tool  
 during operation 
• Well-balanced, smooth-operating tool is  
 easily guided by one person
• 1/2” (NPT) air inlet thread 
�� )RU�TXLHWHU�RSHUDWLRQ��RSWLRQDO�PXႉHUV�DUH� 
 available for CP 0003 and CP 0004
�� &3������KDV�EXLOW�LQ�PXႉHU

DESCRIPTION Part no.

CP 0003 P 126126

CP 0004RV P 125807

0XႉHUV

TAMPER BUTTS FOR CP 0003 AND CP 0004

CP 0004 CP 0035


